11/5/2015
CPfau

5:00:

12 PM | GPLOT-VE

0010925_04-XXX. dgn

gplotborder-V8I-PO. b/

N P.1. Ko,
— RO ————

RELEASED FOR CONSTRUCTION - 12/18/2015

7/31/2015 GPLN.

IRAFFIC SIGNAL GENERAL NOUTES

. THE COMPLETE SIGNAL INSTALLATION SHALL CONFORM TO ALL APPROPRIATE PARTS OF

THE MANUAL ON UNTFORM TRAFFIC CONTROL DEVICES CURRENT EDITION,

THE INSTALLATIONS SHALL BE CAPABLE OF "CLOSED LOOP" TSOLATED MONI TORING
OVER TELEPHONE LINES FROM EXTSTING CENTRAL COMPUTERS LOCATED AT BOTH THE
LOCAL DOT DISTRICT OFFICE, TRAFFIC ENGCINEERING SECTION, AND THE DOT OFFICE

OF TRAFFIC OPERATIONS ELECTRICAL FACTLITIES, 935 E.CONFEDERATE AVENUE BLDG. 5

~ i
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2. SIGNAL HEADS SHALL BE ERECTED TO PROVIDE AT LEAST 17 FEET BUT NO MORE THAN ATLANTA. CEORGLA 373LE. CLOSED LOOP SYSTEM DEMONSTRATION 1S REQUIRED AT
19 FEET CLEARANCE FROM BOTTOM OF SIGNAL HEADS TO TOP OF ROAD SURFACE AND A BOTH CENTRQL SITES NU}ED PRIOR T0 FILQL ACCEPTANCE
MINIMUM OF 8 FEET MEASURED HORI ZONTALLY BETWEEN CENTERS OF SIGNAL FACES. ’
3. SHIELDED CABLE WILL BE USED FOR DETECTOR RUNS AS SHOWN ON THE DETAIL 12, ALL EXISTING STOP BARS AND CROSSWALKS THAT ARE NOT REMOVED OR RELOCATED
SHEET. DETECTORS SHALL HAVE SEPARATE LEAD-INS TO THE CONTROL CABINET. SHALL BE IN ACCORDANCE WITH CURRENT DOT STANDARDS
4, THE CONTRACTOR SHALL LOCATE UNDERGROUND UTILITIES IN VICINITY OF NEW
TRAFFIC SIGNAL POLES BEFORE INSTALLATION. MINOR SHIFTS (UP TO A MAXIMUM 13. POINT OF ATTACHMENT HEIGHTS SHALL BE FIELD DETERMINED BY INSTALLER
OF 5 FEET) IN LOCATION OF NEW SIGNAL POLESV AT THE DISERETION OF THE TO PROVIDE REOUIRED SIGNAL HEAD MOUNTING HEIGHTS AND ELEARANCE FRUM
ENGINEER, ARE ACCEPTABLE TO AVOID UNDERGROUND UTILITIES. MINIMUM EXISTING UTILITIES.
CLEARANCES FROM EDGE OF PAVEMENT SHALL BE MAINTAINED. PLACEMENT OF THE
SIGNAL HEADS SHALL BE RETAINED AS SHOWN ON THE PLANS
s e e S L a1 s SRR ST TSNS e RNEUTE AN FERDVAL (OF AL CONCRETE ASSOCIRTED WITH CURE CUT HAHPS
AND/OR CONTROL SYSTEM ADJUSTMENTS, INCLUDING TEMPORARY SUPPORT POLE SHALL BE INCLUDED IN THE SIDEWALK PAY ITEM.
LOCATION(S) REQUIRED BY THE PROJECT DURING THE INTERIM PERIOD THROUGH
INSTALLATION OF NEW SIGNAL EQUIPMENT. AT NO TIME SHALL THE 15, THE CONTRACTOR SHALL REPLACE IN KIND AND SIZE, AT NO SEPARATE EXPENSE TO
CONTRACTOR CAUSE ANY PART OF THE SIGNAL OPERATION TO BE INOPERABLE. THE DEPARTMENT, ANY BARRIER WALL, FENCE, DITCH PAVING, CURBING, SIDEWALK, GUTTER
THE CONTRACTOR WILL BE RESPONSIELE FOR ALL NEW GUYS ON EXISTING UTLLLTY SLOPE PAVEMENT, SIGNS, GUARDRAIL, LANDSCAPING, GRASSING, UTILITY SERVICE LINES, STORM
UNLESS OTHERWISE DIRECTED BY THE ENGINEER.
16. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY AND ALL PERTINENT EROSION CONTROL.
7. INSTALLATION 1S TO BE CHECKED AND ACCEPTED BY THE DISTRICT TRAFFIC ENGINEER THESE MEASURES SHALL BE IMPLEMENTED AND MAINTAINED FOR THE DURATION OF THE WORK
PRIOR TO FINAL ACCEPTANCE. THE CONTRACTOR SHALL CONSIDER THIS WORK INCIDENTAL TO THE OVERALL WORK BEING PERFORMED
AND SHALL INCLUDE HIS COST FOR COMPLETING THIS WORK IN THE OVERALL BID SUBMITTED
8. WHEN REMOVED, EXISTING EQUIPMENT SHALL BE DELIVERED BY THE CONTRACTOR TO
A A T 7. ANY TRAFFIC MARKING, SYMBOLS OR STRIPING TO BE REMOVED SHALL BE PAID FOR
: : IN THE TRAFFIC CONTROL LUMP SUM ITEM.
9. FOR STRAIN POLE FOUNDATION SIZE AND REINFORCEMENT, SEE STRAIN POLE AND
MAST ARM POLE FOUNDATION SHEET,
10, MATERIAL CERTIFICATION IS REQUIRED PRIOR TO BEGINNING ANY SIGNAL INSTALLATION
WORK, THE CONTRACTOR SHALL FOLLOW PROCEDURES OUTLINED IN THE SPECIFICATION.
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